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Roland SG Series Pre-installation Site Survey

Nazdar SourceOne requires that you sign and return the following site
survey before we can schedule your install. This initial step will help to
ensure the best possible delivery and installation of your new printer.

Re quirements Selected |Customer

Option Initials

Minimum Recommended Computer and Screen Configuration

Dual Core CPU, 2.0 GHz CPU or faster, 2 GB RAM or more, 100 GB Free
Space on Hard Drive.

SXGA (1,280 x 1,240 pixels) or better

Windows 7 Pro/Ultimate, Windows 8/8.1, Windows 10
100Mb/s Ethernet network card, High Resolution Monitor

If installing other color management software, please make sure it
meets the respective software requirements.

Required Power Configurations

Voltage and frequency: AC100 to 120V 10%

Required power capacity: 20amp breaker

Number of Power Outlets: 1 110v outlet with 2 receptacles
With Optional Dryer and Take-up: 2 outlets, 4 total receptacles

Operational Environment:

The temperature of the work area is between 68-90 Degrees F.
It is recommended to be stable between 72-77 F for print/cut accuracy

The humidity of the work area is between 35%-80% (non condensing)

The printer must not be exposed to direct sunlight or near
air conditioning or heating equipment.
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Ink Configuration (please check one)

Cyan Magenta Yellow Black

Please Note: A special cleaning cartridge is needed for each configuration,
a total of 5 cartridges will be used in the printer.
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Accessories onsite: (please ensure all items are checked)

Media onsite, check box if onsite, list if on order

Ink onsite, check box if onsite, list if on order

[]

Delivery: (please check one of the two options)
Customer has a loading dock available and access to a forklift.

Customer can accept delivery by truck with a lift gate.

Corridors and doorway widths are at least 36” wide.

Is the printer going on the 1st floor of the building, check box if yes,
if no, please list how this will be moved to a different level
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Network (please check one of the three Ethernet Options)

Connecting one computer directly to the printer
This requires one Category 5 cable.

Connecting one computer to the printer via a simple hub/switch
This requires two Category 5 cables.
Ensure hub/switch is within cable’s length of both computer
and printer.

Connecting one computer to the pritner via a managed network
This requires two Category 5 cables.
Ensure the network administrator or IT department will be
present to configure the computer and the printer.
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Customers RIP Computer has access to the internet
This option is not a must, but will need internet access
to get to software updates, and loading in media profiles,
check this box if yes.

Nazdar Digital Technicians are not responsible for networking
issues. Nazdar recommends having your network
administrator on hand.

RIP Software Usage (please check which options apply)
Customer will be using the OEM RIP that comes with the printer

Customer will be using a RIP they already have, please list

If using current RIP, has appropriate drivers been purchased to
drive the printer through the RIP and operator already has knowledge
of the RIP being used.
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Software Installation: (please ensure all items are checked)
User must have administrator privileges to install the VersaWorks RIP

software.

The user account must have full access privileges to the folder
VersaWorks RIP is installed.
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Printer Installation and Training (please list below for each) Option | Initials

Customer has help lifting the printer onto the stand (392/324 Ibs total |:|

List which design software customer has

Customer has trained operator on hand for graphic design |:|

How many employees will be trained

What types of media do you plan to print on

For custom media printing, has sample prints been provided

***Nazdar Digital Technicians are not responsible for networking issues.
Nazdar recommends having your network administrator on hand.

***Nazdar does not support Macintosh at this time. Design Application Software (Adobe/Corel)
must be installed, a current version, vendor supported and have a trained operator on hand.

Name: Title:

Company: Phone:

Address (ship to / printer location):

Signature: Date:

We cannot schedule installation until receiving this completed Site Survey.

Please Send the completed and signed form to: email - digitaltech@sourceoneonline.com
fax - 913-422-2287



